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I Goodrive20-EU Series Vector Control Inverter

Installation dimension
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Wall mounting of 3PH 400V
45~75kW inverters

Wall mounting of 3PH 400V 4~37kW
and 3PH 230V 1.5~7.5 kW inverters

Wall mounting of 3PH 400V

90~110KW inverters Flange mounting of 3PH 400V 90~110kW inverters

Dimension (unit: mm)

AR R DR T

Dimension (unit: mm)
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GD20-1R5G-2-EU 1702 131 150 167 845 6
GD20-1R5G-2-EU 146.0 131.0 256.0 243.5 167.0 84.5 6 GD20-2R2G-2-EU 170.2 131 150 9.5 292 276 260 6 167 845 6 M5
GD20-2R2G-2-EU 14610 1S40 = 256.0 243.5 167.0 84.5 6 GD20-004G-2-EU 1702 131 150 9.5 292 276 260 6 167 845 6 M5
GD20-004G-2-EU 146.0 181.0 - 256.0 243.5 167.0 84.5 6 GD20-5R5G2-EU 1912 151 174 115 870 351 324 12 1963 118 6 M5
CIDIZ0-GIRIC-2-EU 1700 15140 = 200 3035 196.3 113.0 6 GD20-7R5G-2-EU 1912 151 174 115 870 351 324 12 1963 118 6 M5
GD20-7R5G-2-EU 170.0 151.0 - 320.0 303.5 196.3 113.0 6 GD20-004G-4-EU 1702 131 150 9.5 292 276 260 6 167 845 6 M5
GD20-004G-4-EU 14610 SIEY = 256.0 243.5 167.0 84.5 6 GD20-5R5G-4-EU 170.2 131 150 9.5 292 276 260 6 167 845 6 M5
GD20-5R5G-4-EU 146.0 131.0 - 256.0 243.5 167.0 84.5 6 GD20-7R5G-4-EU 191.2 151 174 115 870 851 324 12 1963 118 6 M5
GD20Z/R5GAZED e 151.0 - 9200 3035 196.3 113.0 6 GD20-011G-4-EU 1912 151 174 115 870 851 324 12 1963 118 6 M5
GD20-011G-4-EU 170.0 151.0 - 320.0 303.5 196.3 1130 6 GD20-015G-4-EU 1912 151 174 115 870 351 324 12 1963 113 6 M5
GD20-015G-4-EU (00 19710 = 320.0 303.5 196.3 113.0 6 GD20-018G-4-EU 266 250 204 13 371 250 3506 203 1846 104 6 M5
GD20-018G-4-EU 200.0 185.0 - 340.6 328.6 184.3 104.5 6 GD20-022G-4-EU 266 250 224 13 371 250 8506 203 1846 104 6 M5
GD20-022G-4-EU 200:0 1851 = 340.6 328.6 184.3 104.5 6 GD20-030G-4-EU 316 300 274 13 430 300 410 55 202 1183 6 M5
GD20-030G-4-EU 250.0 230.0 - 400.0 380.0 202.0 1235 6 GD20-037G-4-EU 316 300 274 13 430 300 410 55 202 1183 6 M5
GD20-037G-4-EU 250:0 2300 = 400.0 380.0 202.0 1235 6 GD20-045G-4-EU 352 332 306 13 580 400 570 80 238 1338 9 M8
GD20-045G-4-EU 282.0 160.0 226.0 560.0 542.0 238.0 138.0 9 Ry p—— — 06 15 EEEE . p— 0 EEE R o v
GD20-055G-4-EU 282.0 160.0 226.0 560.0 542.0 238.0 138.0 9 GD20-075G-4-EU| 352 330 206 13 sa0 | a00 | 570 I a8 | 1338 9 v
GD20-075G-4-EU 282.0 160.0 226.0 560.0 542.0 238.0 138.0 9 GD20-090G-4-EU 4185 361 8895 142 600 559 870 1085 3295 1495 95 M8
GD20-090G-4-EU 338.0 200.0 = 554.0 535.0 329.2 = 9.5 GD20-110G-4-EU 4185 361 3895 142 600 559 370 1085 8295 1495 95 M8
GD20-110G-4-EU 338.0 200.0 - 554.0 535.0 329.2 - 9.5 GD20-022G-4-EU  200.0  185.0 - 3406 3286 1843 1843 1045 1843 1045 6 184.3
GD20-030G-4-EU 2500 2300  —  400.0 8800 2020 2020 1235 2020 1235 6 202.0
GD20-037G-4-EU 2500 2300  — 4000 8800 2020 2020 1235 2020 1235 6 202.0
w3 - GD20-045G-4-EU 2820 1600 2260 5600 5420 2380 2380 1380 2380  138.0 9 238.0
M \\/’VV; N P - w2 TWA' GD20-055G-4-EU 2820 1600 2260 5600 542.0 2380 2380 1380 2380 1380 9 238.0
- 2 ( . GD20-075G-4-EU 2820 1600 2260 5600 542.0 2380 2380 1380 2380  138.0 9 238.0
r T I i GD20-090G-4-EU 3380 2000  — 5540 5350 8292 3292  — 3292 - 95 3292
GD20-110G-4-EU 3380  200.0 — 5540 5350 3292  329.2 - 329.2 — 95 32092

Note: In flange installation mode, the installation bracket is optional

H1H2

Flange mounting of 3PH 400V 4~75kW and 3PH 230V 1.5~7.5kW inverters
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/ Goodrive20-EU Series Vector Control Inverter

[ Optional parts
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External LED keypad Reactor " L%
Including the external keypads with or Input reactor: Improve the power factor of the input side "
without the parameter copying function. of the inverter and control the higher harmonic current. o s
5
Output reactor: Prolong the effective transmitting distance E §
of the inverter and control the sudden high voltage when
switching on/off the IGBT of the inverter. b
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Filter Braking resistor -
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Input filter: Control the electromagnetic interference Auxiliary equipment for braking system, shorten the ¥ o :,25’ 'g
generated from the inverter, please install close to deceleration time. 2 =1 9 0
the input terminal side of the inverter. (4] o & =
I u ©
Output filter: Control the interference from the — '; ; 5’_)
output side of the inverter, please install close to 4. A=
the output terminals of the inverter. ¥ P X ® ©
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Membrane of heat releasing Keypad Bracket 8
i ;e
ok ]
holes at the side : e
% o
Use it to install the keypad on the front of cabinet 2 ~ o
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Apply to severe environment and improve § 5 &5 2 = 9 °§
protective effect. of .65 4,359
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